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Complete Welding Support

CODIFICATION: AWS : SFAb5.4  E347-15
IS : 5206 E19.9NbB 20
ENISO: 3581-A E199NbB22

CHARACTERISTICS AND APPLICATIONS:

Batox-A(St)is abasic coated electrode depositing 18Cr - 10Ni - Nb stabilized weld
metal, suitable for joining of stainless steels of similar composition. It is ideal for
welding of AISI 304, 304L, 321, 347 and their equivalents. The weld metal has
excellentresistancetointergranularcorrosion.

TYPICALCHEMICALCOMPOSITIONOFALLWELD METAL:
Element : C Mn Si P S Cr Ni Nb
Percent :0.05 1.4 0.45 0.020 0.018 19.0 10.0 0.60
TYPICAL MECHANICAL PROPERTIES OF ALL WELD METAL:
UTS YS Elongation

(MPa) (MPa) (L= 5d)%

595 450 34.0

CURRENT AND PACKING DATA: DC(+)

Size (mm) . 5x350 4x350 3.15x350 2.5x350
Dia x Length

Current Range : 150-180 110-140 80-100 60-80
(Amps)

Quantity 1 2.5 2.5 2.5 2.5
(kgs/Carton)

APPROVAL: CE

PRECAUTIONS:
1. Re-drytheelectrodesat250-300°C foronehour.
2. Useshortarc, lowcurrentandstringerbeads.
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