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Complete Welding Support

SUPRA-BOND

CODIFICATION : AWS: SFA5.1 E6013
IS: 814 ER421X

CHARACTERISTICS AND APPLICATIONS :

Supra-Bond is a rutile type, medium coated, all position electrode. The electrode
operates on alternating and direct current either polarity. The weld metalis soft,
ductile and mechanically sound with radiographic quality. It is for general
fabrication job, can be used for pipes & tubes up to 12 mm thickness. Typical
applications include all types of mild steel structures, plant machinery, industrial
pipes and tubes, storage tanks, fire boxes tanks, ships, barges, dredgers, trawlers,
tugsrailcoaches, automobilebusbodybuilding, gas stove body, etc.

TYPICAL CHEMICAL COMPOSITION OF ALL WELD METAL:
Element : C Mn Si S P

Percent : 0.07 0.46 0.25 0.020 0.020
TYPICAL MECHANICAL PROPERTIES OF ALL WELD METAL:
uTS YS Elongation CVN Impact Strength
(MPa) (MPa) (L= 4d)% at 0°C (Joules)

490 400 26.0 65

CURRENT AND PACKING DATA: AC/DC (+)

Size (mm) : A4x450 3.15x450 3.15x350 2.5x 350
Dia x Length

Current Range  : 140-190 100-140 100-140 60-90
(Amps)

Qty.(Pes./Carton) : 60 90 90 140
APPROVALS: BIS
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